
PA64 
Polyamide Peel Ply Fabric 

 
 
 
 
 

 

Vacuum 

moulding 

Vacuum 

Infusion 

 

RTM Pultrusion 
Filament 

Winding 

 

 

  DESCRIPTION  
 

 

PA64 is designed to be used on epoxy and polyester composite systems. This high tenacity fabric leaves a 

fine surface impression for painting and secondary bonding. There is no release agent or silicon in the fabric: 

PA64 is made of synthetic polyamide fiber that offers a peel ply surface free from contamination: PA64 is 

scoured and heat setting. 
 

PA64 is not recommended for phenolic systems. 
 
 
 
 
 

  STORAGE  
 

 

Keep this film at room temperature and normal hygrometry. 
 
 

 

  CHARACTERISTICS  
 

 
 

Fiber 
Type 

Color Thick. Weight 
Use with 
Phenolic 

Treatment 
Max. Serv. 

Temp. 
Packaging 

Polyamide 
White + red 

stripes 
120 µ 64 g/m² NO 

Scoured & 
Heat Set 

190 °C Roll 

 

 

Weave 
Extractable 
Materials 

Length 
Standard 

Width 
Tape Elasticity Breaking Strength 

 

Taffeta 

 

TBC 

 

100 m / 
500 m 

 

1,55 m 

 

13 to 
1570 mm 

Warp Weft Warp Weft 

 

37% 
 

21 % 
67 

daN/5cm 
103 

daN/5cm 

Manufacturer: DIATEX (Made in France) 
 
 
 
 

www.castrocomposites.com  - +34 986 342 953 – info@castrocomposites.com 
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http://www.diatex.com/

