Whisper”®

ULTRASONIC LEAK DETECTOR

Can you hear the leak? We can.

Whisper uses ultrasonic technology to listen for the sound of a
gas moving through a leak site, making it a super versatile tool
for leak checking ANY gas in pressurized or vacuum systems.
The optional accessory kit adds even more functionality, allowing
for leak checking of door seals, ducts, steam traps, and
mechanical parts like bearings. With its wide range of

applications, Whisper is a great tool to have on hand.

Leak Detector Selection Guide on page 19
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WHISPER ULTRASONIC LEAK DETECTOR

SPECIFICATIONS

Whisper includes Whisper
Headphones
Rubber extension probe
Two D-size alkaline batteries
Carrying case

Accessory kit includes:
* Premium headphones

* Hard metal probe for
checking mechanical

Whisper with Whisper parts like worn
accessory kit includes Premium headphones :
Metal contact probe : bearings
Whisper Transmitter L ——2 f « Whi r Transmitter
(with battery) E\ 1 \ spe ) ansmitte
Rubber extension probe . 1 for checking door and

Two D-size alkaline batteries
Carrying case

~ff

\ window seals

Power source Two D-size alkaline batteries
Battery life 165 hours (laser pointer off)
115 hours (laser pointer on)
Weight 1.06 Ib. (482 g) ADVANTAGES
Certifications CE 1 Detects pressure and vacuum leaks for all gases
Warranty Two-year over-the-counter + Works even in noisy environments
ORDERING TRE G RRRTION 1 Laser pointer makes it easier to pinpoint the leak
Whisper 711-202-G1 1 Applications include pressure/vacuum leaks,
Whisper with accessory kit 711-203-G1 electrical arcing, malfunctioning steam traps
~ Accessories and Replacement Parts and more!
Headphones 032-0430 Bt 1 Only technology to detect pressurized nitrogen
- Premium headphones ~ 032-0427 leaks
- B, ~ Whisper Transmitter 711-600-G1 ' Rugged carrying case included
. T Contact probe 711-316-G1
~ Carrying case 711-701-G1
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Whisper

» Detector de fugas ultrasénico

s

VERSATILIDAD Y FLEXIBILIDAD PARA UNA VARIEDAD DE APLICACIONES

¢ Tiene una aplicacion de deteccion de fugas no tradicional que
no puede identificar un sistema de inyeccion de tinta, burbujas
de jabon o detector de gas? Whisper es el dispositivo ideal para
detectar y localizar frecuencias ultrasénicas generadas cuando
se producen las siguientes situaciones comunes:

e® Fugas de cualquier gas bajo presion o vacio

® Arcos eléctricos

e Maquinaria y cojinetes desgastados

e Error de funcionamiento en trampas de vapor

® Fugas en el sellado
Este detector de fugas incluye un receptor especializado
integrado que detecta frecuencias en el rango de 40,5 kHz.
A través de un circuito sofisticado, Whisper localiza la fuente del
ultrasonido, mientras que el control de ruido interno garantiza
que el instrumento no se vea afectado por los ruidos audibles.
Esto hace que Whisper sea una herramienta versatil que

puede utilizarse incluso en entornos con mucho
ruido como, por ejemplo, en salas
con maquinaria.

Whisper incorpora una caracteristica de conversion heterodina,
que se encarga de reducir las frecuencias ultrasénicas detectadas
hasta un alcance que pueda ser percibido por el oido humano.
Por tanto, las variaciones se pueden identificar para sefialar de
una forma sencilla la fuente de ultrasonidos. La salida heterodina
esta activada cuando los auriculares (incluidos) estan conectados
al detector. La sensibilidad se ajusta a través de un innovador
panel tactil. Varios indicadores LED y una alarma sonora registran
la fuga cuando el modo heterodino no esta habilitado.

RESUMEN DE APLICACIONES
1 Fugas de refrigerante

1 Fugas de nitrégeno

I Localizacion de cojinetes desgastados
1 Fugas en sistemas neumaticos

1 Fugas en sistemas de aire comprimido

1 Fugas en sistemas de vacio

1 Operaciones de diagnéstico de solenoides

1 Trampas de vapor

I Fugas en zonas selladas (mostradores frigorificos,
vehiculos, etc.)

1 Arcos eléctricos

Fabricado en EE.UU.
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Para obtener lo dltimo en rendimiento y versatilidad, contemple ESPECIFICACIONES

el dispositivo Whisper con paquete accesorio. Junto con el ) ) . ]
La unidad de Auriculares, sonda de extensién de goma, (2) baterias

detector de fugas, este kit le ofrece mas accesorios para base incluye alcalinas "D", maletin de transporte de plastico duro

obtener una mayor prOdUCtIVIdad' Utilice la sonda de contacto La unidad con paquete  Auriculares de alta calidad, sonda de contacto

para comprobar el funcionamiento del equipo. Solo tiene que accesorio incluye de metal, sonda de extension de goma, accesorio de
transmisor con bateria de 9 V, (2) baterias alcalinas "D",

girar la sonda de metal en el instrumento y tocarlo de tal forma . L ,
maletin de transporte de plastico duro ampliado

que los alojamientos de rodamiento, los solenoides, los pistones
. L. . . Controles Boton de encendido, panel de sensibilidad tactil
y otros equipos mecanicos permitan que las frecuencias se

desplacen hasta el transductor ultrasénico de Whisper. Cuando Fuente de alimentacién  (2) baterfas alcalinas "D" (incluidas}

eléctrica
el equipo funciona correctamente, el sonido es fluido y claro, lo
X . . Vida de la bateria 165 horas
que contrasta en gran medida con el funcionamiento
inadecuado del mismo. Peso con baterias 680 g (1,5 libras)
Garantia 2 afos, sustitucion

Utilice el transmisor para evaluar el
sellado que rodea a cualquier espacio INFORMACION DEL PEDIDO
cerrado, incluidos puertas, ventanas,
Paquete estandar de Whisper 711-202-G1
conductos de escape y mostradores Paquete accesorio de Whisper 711-203-G1

frigorificos. Solo hay que activar el Piezas de repuesto

transmisor para generar su tono

L. | Auriculares 032-0404
ultrasonico y colocarlo en el area que
Auriculares de alta calidad 032-0427
desea evaluar las fugas. Con el detector
Transmisor Whisper  de fugas Whisper, realice un seguimiento Transmisor ultrasonico 711-600-G1
incluido con paquete 4o |55 4reas con problemas potenciales Sonda de contacto 711-316-G1

accesorio

para obtener informacién sobre las
frecuencias ultrasénicas del transmisor que "se filtran" a través
de areas con sellado defectuoso.

El transmisor y la sonda de contacto, junto con los auriculares de
alta calidad, estan incluidos en el paquete accesorio. No obstante,

cada una de estas piezas puede comprarse por separado para su

uso con el paquete estandar. ’ ) Whisper mostrado con sonda de contacto
- (incluido en paquete accesorio).

‘ I ]NI ]CON Laboratory Accurate. Toolbox Tough®

www.inficonservicetools.com service.tools@inficon.com
Whisper es una marca comercial registrada de INFICON GmbH.
Debido a nuestro programa continuo de mejoras en los productos, las especificaciones estan sujetas a modificaciones sin previo aviso.

eibb05al-c ~ ®2013 INFICON
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Ultrasound Technology

Whisper Ultrasonic Leak Detector

Ultrasound is high frequency, short wave signals ranging above 20 kHz or simply "sound" not audible to the
human ear. The human ear can usually hear sound with a frequency range of 15 kHz to 20 kHz (low
frequency). These low frequency sound waves tend to be more spread out and require less acoustic energy
to travel the same distance as high frequency sound waves, which tend to be more directional.

<«— Low Frequency

<«— High Frequency

Ultrasound can be generated by the flow of air or gas through an orifice under pressure or vacuum, or by the
friction of machinery beginning to wear. Greater pressure differential between the two sides of an orifice
creates a larger quantity of gas flowing through the orifice. This higher gas volume translates into ultrasound
signals with higher amplitude. The higher the amplitude of the ultrasound, the easier it will be to locate the
"leak" source.

The Whisper, using an audio transducer pickup tuned to 40.5 kHz, detects high frequency wave signals
(ultrasound) generated by air or gas flows, or mechanical friction and converts the ultrasound into an audible
and visual signal.

Advantages

+ Easytouse.

+ Very versatile.

+ Not gas specific.

+ Detects pressure and vacuum leaks.

* Filters out background noise.

+ Great for preventive maintenance, i.e. early leak
detection or continuous monitoring.

*Minimal maintenance.

+ No danger of reactions with leaking compounds.

Disadvantages
+ Limited sensitivity.
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DECLARATION OF CONFORMITY

This is to certify that this equipment, designed and manufactured by INFICON meets the essential safety
requirements of the Eurcpean Union and is placed on the market accordingly. It has been constructed in
accordance with good engineering practice in safety matters in force in the Community and does not endanger
the safety of persons, domestic animals or property when propertly installed and maintained and used in
applications for which it was made.

Equipment Description: Whisper® Ultrasonic Leak Detector
Model Number: 711-202-Gxx (Applicable to all Group numbers)
711-203-Gxx (Applicable to all Group numbers)
Applicable Directives: 2004/108/EC General EMC
2011/65/EU RoHS
Applicable Standards:
Safety: EN 61010-1:2001 Safety requirements for electrical equipment for

measurement, control, and laboratory use. General
requirements.

Emissions: EN 55011:1991 Limits and Methods of Measurement of Radio Disturbance
Characteristics of Industrial, Scientific and Medical (ISM)
Radio Frequency Equipment

Immunity: EN 61326/A1 Electrical Equipment for Measurement, Control and
Laboratory Use, EMC Requirements

RoHS: EN 50581:2013

CE Implementation Date: January 15, 2001
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Ménufacturer Représentative EC Authorized Representative
Brian King INFICON GmbH
Business Line Manager - Service Tools 50968 Kdln, Bonner Str. 498

Two Technology Place
East Syracuse, NY USA 13057
INFICON

ANY QUESTIONS RELATIVE TO THIS DECLARATION OR TO THE SAFETY OF INFICON'S PRODUCTS SHOULD BE DIRECTED, IN
WRITING, TO THE AUTHORIZED REPRESENTATIVE AT THE ABOVE ADDRESS.



Revision Description Date Approval
-- Initial Issue 01/15/2001 -
A Updated Format per EU requirements 11/11/2015 MJV

Updated applicable RoHS directive and
added applicable standard

Removed LVD directive — N/A for Battery
operated devices.

Added detail of EMC testing performed.




