
 

 

 

 

 

 

 

 

 

 

 

Material 

type 
Thick. Weight 

Porosity under 

200 PA 
Max. Serv. Temp. Packaging 

63 % PTFE 70 µ 130 g/m² Non porous 260°C Roll 

Aspect Adhesive  Width   Length 

Smooth faces No 1000 & 1525mm 30 & 50 m 

Fabric weight 

PTFE only 
Adhesive type 

Adhesive  

thickness 
Total thickness 

130 g/m² Silicone 45 µ 115 µ 

DESCRIPTION 

V7PT80 
Non Porous PTFE Coated Glass Fabric  
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Composite Process Materials - +33 478 868 500 - www.diatex.com 

 

NA 

V7PT80 is the most standard PTFE release fabric designed to be used on direct contact with all the 

resin systems. There is no release agent or silicon in the fabric.  

There is no contamination: this PTFE glass fabric is a non-transferring release agent. This special fabric 

is usually used with the prepregs. DIATEX proposes a very large range of PTFE glass fabrics: porous, 

non porous, adhesive or non adhesive, bands or full width and special PTFE products. 

V7PT80 is used for advanced composite manufactured under high temperature cures. V7PT80AD is the 

adhesive version used to protect the moulds, panels …. 

 

STORAGE 

CHARACTERISTICS 

Vacuum 

moulding 

 

Vacuum 

infusion 

 

ADHESIVE 

VERSION : 

 


