
 

 

  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
The characteristics indicated in the table are calculated values of the carbon fiber performance supplied by the manufacturers 

 
 
 

PULTRUDED CARBON WITH EPOXY RESIN MATRIX 

 

  
 

 
 

TECHNICAL DATA SHEET CARBON PULTRUDED 
 

1 

         NOTES  TIPICAL PROPERTIES OF FILAMENT 
 

Number of fiber Tensile modulus Tensile strength Density Elongation 

x 1000 [ Gpa ] [ Mpa ] [ g/cmc ] % 

24 234 4.830 1,80 2,0% 
 

1° Filament 

0 - - - - 
 

2° Filament 

0 - - - - 
 

3° Filament 

0 - - - - 
 

4° Filament 

0 - - - - 
 

5° Filament 

0 - - - - 
 

6° Filament 

0 - - - - 
 

7° Filament 

0 - - - - 
 

8° Filament 

 

TYPE OF PULTRUDED 

 

PLATES 

 
40 

 
X 

 
3 

 
[mm] 

 
150 

 
 

+/- 3% 

 
Gpa 

 
Smooth 

 

PULTRUDED MIX FILAMENTS TYPICAL PROPERTIES PULTRUDED 

 
Width 

 
Thickness 

Total area 

pultruded 

 
Number of filaments 

Total 

number 

filament 

Tensile 

modulus 

Tensile modulus on 

section 

Tensile 

strength 

Tensile 

strength 

on section 

Extensional 

stiffness 

 
Fiber comoponent 

 
Density 

Strain at the 

tensile 

strength 

Resin 

type 

L s A 
 
 

1° Filament 2° Filament 3° Filament 4° Filament 5° Filament 6° Filament 7° Filament 8° Filament 

 
E E sez σ σ sez Є e Vf ρ Є  

mm mm mmq n° [ Gpa ] [ Gpa ] 
[ Mpa ] 

[ N/mmq ] 
[ kN ] [ kN ] mmq % Toll. g/cmc % 

40 3 120,00 88 0 0 0 0 0 0 0 88 150 +/- 3% 19.094 +/- 3% > of 2.299 276 19.090 82 
 

68% 
 

+/- 3% 

 

> 1,6 ~ 2,0% 
Epoxy 

Eposs. 

 


