
 

 

 

 

 

 

 

 

 

 

 

DESCRIPTION 

PMP200 NP 
High T° Polyolefin Non Porous  

Release Film 
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Composite Process Materials - +33 478 868 500 - www.diatex.com 

 

Keep this film at room temperature and normal hygrometry. 

PMP200 film is manufactured from Polymethylpentene (PMP) copolymer resin (polyolefin family). PMP200 

offers to manufacturers of composite products a material which will perform up to 200°C, depending on the 

specific application, for autoclave constructions. PMP200 is recommended for high temperature vacuum 

infusion process (mono-component resins). This release film does not contaminate the composite. PMP200 

film is strong and has high elongation. This film can be used with contour surfaces or flat surfaces. PMP200 

film is a release film with all the resins. 

PMP200 is available in P3 (Low Density Perforation) or P1 (High Density Perforation). 

STORAGE 

CHARACTERISTICS 

Material Type Color Thickness Weight Max. Serv. Temp. Packaging 

Polymethylpentene Purple 30 µ 25 g/m² 200°C Roll 

 

Porous Aspect Length 
Standard 

width 
Elongation at break Tensile strength 

No 
Smooth 

surface 
200 m 1,50 m 

MD TD MD TD 

140% 300% 35 MPa 24 MPa 

 

 

Vacuum 

moulding 

 


