
 

 

 

 

 

 

 

 

 

 

 

Item 
Raw 

Material 
Colour Release 

Max. 
Service 

T°.  

Ø Int 
(mm) 

Ø Ext 
(mm) 

Length 

ACTUB-PEHD08-10 PEHD 
Opaque 
White 

Yes 

90°C 8 10 

100 m 

ACTUB-PEHD10-12 PEHD 
Opaque 
White 

90°C 10 12 

ACTUB-PEBD14-16 PEBD 
Opaque 
White 

75°C 14 16 

ACTUBD-PEBD10-12 PEBD Translucent 75°C 10 12 

DESCRIPTION 

ACTUB-PEBD/PEHD 
HDPE & LDPE Pipes 

DIATEX Your Partner for Composite Industries - 33(0)4 78 86 85 00 - www.diatex.com 

 

To be stored in its original packaging, protected from direct sunlight and humidity 

Rigid Vacuum/Resin line for Vacuum Infusion process. 

PEHD/HDPE = High Density Polyethylene – Stiffer 

PEBD/LDPE = Low Density Polyethylene – Softer 

 

STORAGE 

CHARACTERISTICS / PRESENTATION 

 

Vacuum 
Infusion 

In
d

 A
 -

  A
p

p
lic

at
io

n
 d

at
e 

1
2

/2
0

2
0

  

  


