
Information 
 
 

TECHNICAL DATA SHEET: ACMOSAN P82-99 
 

Range of application: 

External Release Agent for UP/EP resins 
 

Properties: 

Dispersion of waxes in a mixture of solvents 
 

Physical and chemical properties: 

Form: paste 

Appearance: white 

Smell: characteristic 

Density at 20° C: 0,8 g/ml DIN 51757 

Active substances: 30,00 

Flashpoint: > 24 °C Literaturwert 

 
 
 
 

Stockage: 

 
 

Storage temperature: between 10° C and 30° C 
Maximum storage: approx. 12 months 

Processing: 

Do not store outdoors. Protect from heat and cold. Allow products to reach room temperature before 
use. 

 
Bremen, 21.07.2016 

 
 
Distributor 

 
 
 
 
 
 
 

 
 

All information of this data sheet correspond to the formula. The values mentioned are standard guidelines and have 

been ascertained or calculated by stated measuring methods. They do not replace any specification. Errors excepted. 

Additional information can be found in the ACMOS EU safety data sheet. 

 
 

ACMOS CHEMIE KG 
Industriestr. 49 
D-28199 Bremen 

Tel. (0421) 5189-0 
Tfx. (0421) 511415 

e-mail: acmos@acmos.com 
Homepage: www.acmos.com 

mailto:acmos@acmos.com
http://www.acmos.com/

