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DESCRIPTION 

Our underwater repair epoxy putty is a two-component 
epoxy-based putty system. Room temperature curing 1:1 
mixing ratio system performing slow curing even 
underwater. 

 

USES 
  Ideal for bonding a full range of materials: 
  Metals, wood, composites, ceramic, and concrete. 
  Can be sanded and painted and is mixed by hands. 

 

HOW TO APPLY 

Step 1: For high-strength structural bonds, removal of 
surface contaminates such as paint, oxide, films, oils, dust, 
mold release agents and all other surface contaminates.  

Step 2: Use gloves to minimize skin contact. DO NOT use 
solvents for cleaning hands. 

 

STORAGE 
 
The product shall be ideally stored in a cool and dry location 
in unopened containers at a temperature between 8° C to 
28° C (46° F to 82° F) unless otherwise labeled. Optimal 
storage is at the lower half of this temperature range. 
 
 

 

TYPE OF SUPPLY 

500 g (250 g A + 250 g B) 
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PROPERTIES OF UNCURED MATERIAL 

 

Resin 

 

Chemical Type Bisphenol-A epoxy 

Appearance Grey 

Odor Light 

Density (g/ml) @ 25° C 1,17 

Viscosity (cP) @ 25° C putty 

Flash point (TCC) (°C) >200 
 

 

Hardener 

 

Chemical Type Mixture Liquid 

Appearance Slightly red 

Odor Mixture 

Density (g/ml) @ 25° C 1,15 

Viscosity (cP) @ 25° C putty 

Flash point (TCC) (°C) >93 

 

Mixture 

 

Appearance Clear-off viscous 
Liquid 

Density (g/ml) @ 25° C 1,2 

Mix Ratio (R:H) by Vol. 1:1 

Mix Ratio (R:H) by Weight 1:1 
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PROPERTIES OF CURED MATERIAL 

 

Curing Properties (Air/water @ 25° C unless noted) 

 

Working Life, minutes 60 

Tack Free Time, hours 4 

Full Cured Time, hours 24 

 

Typical properties of cured material (Air/water @ 25° C unless noted) 

 

Tensile Strength, MPa (psi) @20min NA 

Tensile Elongation (%) NA 

Hardness Shore A (ATSM 2240) NA 

Glass Transition Temperature (Tg) °C >80 

 

Performance of cured material (Substrates cured for 7 days @ 23 ± 2° C) 
 

 
 
 
NOTE 
 
 
This data sheet has been created based on our most recent 
knowledge and according to the information and knowledge 
available today. As we cannot verify whether our products 
are used as recommended, we cannot guarantee good 
results. But despite this, we will be happy to advise you 
where possible. 
 

Single Overlap ISO 11003-2:2001 N/mm ² psi 

Aluminum 2.43 352.4 

Flexural Strength 0,62 89.9 

Compressive Strength 2.81 407.5 
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